
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Technical Specifications 
Model: DS-300 DS-300+ DS-500 DS-500+ DS-1000 DS-1000+ 

Maximum Capacity, Metric: 300 x 0.1 g 300 x 0.05 g 500 x 0.2 g 500 x 0.1 g 1000 x 0.5 g 1000 x 0.2 g 
Maximum Capacity, Ounces: 10 x 0.005 oz 10 x 0.002 oz 17 x 0.01 oz 17 x 0.005 oz 35 x 0.02 oz 35 x 0.01 oz 

External Resolution: 1/3000 1/6000 1/2500 1/5000 1/2500 1/5000 
Maximum Tare: Full Capacity 

Internal Resolution: 120,000 Counts (1/120,000 minimum) 
A/D Conversion Rate: 20 Updates / second 

LCD Display:  Weight: 6 Digits, 999999 (Max Capacity) 
Platter Size:  Width: 68 mm / 2.7”  Length: 85 mm / 3.3” 

Product Dimensions: 
 Width: 84 mm / 3.3” 
 Length: 135 mm / 5.3” 
 Height: 23 mm / 0.9” 

Power Requirements:  Batteries: 3 AAA Cells, 1.5V Alkaline 

Other Standard Features 
 Flip-Top cover with User instructions on the inside  Top Cover protects scale’s platform from accidental damage 
 Imitation leather carrying pouch & belt clip  Rugged durable design for years of trouble free operation 
 Long lasting battery life, over 100 hrs of use  Ultra-Fast & accurate weight display response 

 

 

 

 

 

 

 

DS-Series 
 
Advance Features Include: 

 Easy to read LCD Display 
 Protective Lid with Instructions Sticker inside 
 Battery Operation: Uses 3 AAA Batteries 
 Various Units:  Grams, Ounces, and Pieces 
 Tare, Zero, ON/OFF, and Gross / Net Key 
 Small footprint:  5.3” x 3.3” x 0.9” (135 x 84 x 23 mm) 
 Various Resolutions:  1/2500, 1/3000, 1/5000, & 1/6000 

 

Easy Weigh® 
Battery Operated Pocket Scale 
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